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WV1800DH (Dump Hose) Single motor
WVD1800DH (Dump Hose) Twin motor
WVD1800AP (Auto Pump) Twin motor
Equally big in performance, the 70L wet pick-up 1800 is 
not just big in capacity.

Unrivalled Performance
Built To Last Made from Structofoam 
Powerful & Efficient
Easy, Clean & Safe Emptying
Large Capacity Clean for Longer
Rear Discharge Dump Hose & Auto Pump models
Safety Trash Basket

Wet Vacuum Industrial RangeWet Vacuum Industrial Range
Name WV1800DH / 835217 (UK)

WVD1800DH / 835317 (UK)
WVD1800AP / 835717 (UK)

EAN code WV1800DH 05028965416242
EAN code WVD1800DH 05028965416280
EAN code WVD1800AP 05028965416464
Power supply
Power supply type 230v AC 50/60Hz
Rated Motor Power 1000W / 1000W x 2
Protection class (DH) Class II (AP) Class I
Airflow at Nozzle 45.5 / 91 L/sec
Max Sealed Suction H20 2600mm
Sound Pressure (LpA)
Uncertainty (KpA)

73.0 -79.0 dB(A)
0.5 dB

Cable length 10m
Cleaning Range 26.8m
Cable Type HO5VV-F
NUPLUG system YES
Capacity / Weight Size
Drum Capacity (WET) 70.0L
Weight (Ready to Work) 31.50kg / 34.0kg / 39.4kg
Packed Weight 32.10kg / 34.2kg / 42.4kg
Width 684mm
Length 785mm
Height 935mm
Kit BS7 607249
602102 Hose (NUFLEX) (2.4m)
602919 Stainless Steel Bend tube
602920 Stainless Steel Extension Tube
602380 400mm ProFlo Wet Floor tool
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StructoFoamStructoFoam
ConstructionConstruction


